ARCHITECTURAL BARRIERS ACT: SCOPING ABA CHAPTER 2: SCOPING REQUIREMENTS

Advisory F234.3 Minimum Number Exception 2. The exception is limited to those rides
designed “primarily” for children, where children are assisted on and off the ride by an adult.
This exception is limited to those rides designed for children and not for the occasional adult
user. An accessible route to and turning space in the load and unload area will provide
access for adults and family members assisting children on and off these rides.

F234.4 Existing Amusement Rides. Where existing amusement rides are altered, the alteration shall
comply with F234.4.

Advisory F234.4 Existing Amusement Rides. Routine maintenance, painting, and
changing of theme boards are examples of activities that do not constitute an alteration
subject to this section.

F234.4.1 Load and Unload Areas. Where load and unload areas serving existing amusement rides
are newly designed and constructed, the load and unload areas shall comply with 1002.3.

F234.4.2 Minimum Number. Where the structural or operational characteristics of an amusement
ride are alteredto the extent that the amusement ride’s performance differs from that specified by the
manufacturer or the original design, the amusement ride shall comply with F234.3.

F235 Recreational Boating Facilities
F235.1 General. Recreational boating facilities shall comply with F235.

F235.2 Boat Slips. Boat slips complying with 1003.3.1 shall be provided in accordance with Table
F235.2. Where the number of boat slips is not identified, each 40 feet (12 m) of boat slip edge provided
along the perimeter of the pier shall be counted as one boat slip for the purpose of this section.

Table F235.2 Boat Slips

Total Number of Boat Slips Minimum Number of Required
Provided in Facility Accessible Boat Slips

1to 25

26 to 50
51 to 100
101 to 150
151 to 300
301 to 400
401 to 500
501 to 600
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